





Glass

01 03 04 05

. . . 06.
Fumé Matt blue avio Matt black Matt mustard Matt powder pink
WONDER MOM MOM MOM MOM
07. 08. 09. 10 11.
Matt sage green Matt sand Matt white Mirroring 4ever Mirroring black
MOM MOM MOM GLO GLO
12 14. 15. 16. 17.
Mirroring blue Mirroring gold Mirroring green Mirroring orange Mirroring rose gold
LIT GLO, LIT GLO LIT GLO
18. 19. Mirroring bronze Acid-e‘tched white Transparent
Mirroring silver Mirroring violet GLO MAMI ACORN, CLASH, GLO,
GLO LIT WONDER

The numbers follow the same in the sample box “Touch the feeling”.
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Metal

05 06

01. 03. . . 07.

Brushed bronze R Glossy black chrome Matt bronze Matt black Matt gold

APRILE, CLASH, MAMI ELISABETH ALTURA, CLIP, ALTURA, CLASH, CLIP, ENOKI, FEEL,

NARCISO CLIP, ENOKI, FEEL, GLO, MOM, NARCISO,

GLIFO, GLO, HANG STORM, WONDER
OUT, MAMI, MOM,
NARCISO, STORM,
TILE, VELA, WONDER

10. 11. 12. 13.

Matt titanium Matt white Grey Orange

ENOKI, VELA ALTURA, APRILE, NARCISO ALTURA, CLIP,

ENOKI, HANG OUT, NARCISO
NARCISO, VELA

14. 15. Glossy gold

Blue Glossy chrome GLO

ALTURA, CLIP, GLO, STORM,

NARCISO WONDER

Plates

10. 11.

Matt titanium Matt white

PLATES A PLATES A, B

Canopies

06. 07. 10. 1.

Matt black Matt gold Matt titanium Matt white

CANOPIES A, B, C, D,
EF

CANOPIES B, C, F

CANOPIES A, D

CANOPIES A, B, C, D,
E, F, RECESSED
CANOPIES A, B



Acustic fabric

&
5
&

Grey

Light blue Dark blue Red
HANG OUT, TILE HANG OUT, TILE HANG OUT, TILE HANG OUT, TILE HANG OUT, TILE
Tortora Bordeaux Dark blue Petroleum Brick
HANG OUT, TILE FEEL FEEL FEEL FEEL
Sand Light grey Dark green
FEEL FEEL FEEL
Wood
Ebony Bleached ash Greyish ash Light blue MDF RAL 5024 Dark blue MDF RAL 5011
GLIFO HANG OUT HANG OUT HANG OUT HANG OUT
Yellow MDF RAL1003 Grey MDF RAL 7035 Red MDF RAL 3031 Tortora MDF RAL 7006
HANG OUT HANG OUT HANG OUT HANG OUT
Concrete, marble
- -
White Carrara marble Grey concrete
ELISABETH ACORN

The numbers follow the same in the sample box “Touch the feeling”.
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Keys
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Bulb included

Bulb not included

% <O

-

ED Integrated LED

J

Dimmer included on cable or lamp

|
+

UL Listed Mark - UL

[
@
4l
m
S

Certification Pending (please check the website)

ADA Americans with Disabilities Act - ADA

Included bulb

Voltage: 230V, 50/60HZ or 120V, 60 HZ according to
the country.

Penta reserves the right to change, better and improve
its models without notice, even if these improvements
might change the aesthetic appearance of the pro-
posed solutions.

The glass is hand made and mouth-blown by the mas-
ter glass blower, according to the traditio-nal blowing
techniques. Each item is carefully checked, therefore
apparent imperfections, such as bubbles or nuances
in the glass colour, have to be recognised as merits
and signs of the artisan’s craftsmanship.

ESI SISTEMA DI GESTIONE

CERT QUALITA CERTIFICATA
AZIENDA CERTIFICATA

| 1509001

EC LIGHT

Penta srl takes part in Consorzio Ecolight for the im-
plementation of directive WEEE/RAEE 2002/95/CE e
2003/1087/CE relating to the collection and disposal
of light fittings.

The paper used is completely biodegradable and
recyclable.

Dimmer

DIMMER: dimmable fixture by means of a switch
situated on the lamp strcture or on cable (push button,
touch, slider control, microswitch)

PHASE CUT: dimmable fixture via remote device
suitable to manage TRIAC/IGBT dimmable sources.
The minimum load of the dimmer must be verified,
compatibility of the dimmer must be verified before
installation.

0-10V: dimmable fixture through remote device suita-
ble to manage 0-10V drivers.

ATTENTION: fixture lamps that mount bulbs are phase
cut dimmable by means of a remote switch able to
manage dimmable sources (retrofit LED bulbs must be
dimmable).

Note

Most product-integrated LED sources have a Color
Rendering Index (CRI) = 90.

All luminaires can only be sold with the single rosettes
shown on the pendants page or with the multiple
plates shown on page 138.

The reverse is also true: rosettes and multiple plates
cannot be sold separately from pendants.

All fixture are tested and guaranteed in their entirety:
pendant + rosette or pendant(s) + multiplate.

Any unauthorized installation will not be deemed
compliant.

Sound-absorbing fabrics with sound-absorbing prop-
erties improve the acoustic comfort of the room where
they are installed.

For multiple installations it is recommended to use
bulbs with the same Correlated Color Temperature

(CCT).

For updated data please refer to www.pentalight.com
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The details provided in this catalogue

were correct at the time of publication
(March 2023).

The specifications in this catalogue are
intended as a guide only.

Penta shall not be held liable for any
discrepancies between the illustrations
or descriptions given and the actual
products neither for any misprints and/
or typing errors.

Penta reserves the right to make
changes or modifications to its prod-
ucts at any time without notice.
Penta shall not be held liable for any
discrepancies which may occur.

For further information, please visit
pentalight.com
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